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FIG 1

CHECK THAT DIAGONAL 
DIMENSIONS ARE EQUAL

SPOOL CORE

AXLE

1. PRINT ALL PARTS LISTED ABOVE.
2. ASSEMBLE RIGHT PANEL, TOP, BOTTOM, AND POSTS.   
3. ATTACH LEFT PANEL TO ASSEMBLY.
4. CHECK THAT ASSEMBLY SITS FLAT ON TABLE AND 
    THAT BOX IS SQUARE (FIG 1).
5. LOOSEN ONE CORNER SCREW TO ALLOW SUPER 
    GLUE TO WICK INTO GAP BETWEEN PANELS.
6. APPLY SUPER GLUE IN GAP, RETIGHTEN SCREW, AND
    PRESS JOINT UNTIL GLUE CURES.                                       
7. REPEAT STEP 5 AND 6 FOR OTHER 3 JOINTS.
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PRINTED PARTS LIST
DESCRIPTION QTY

TOP 1
BOTTOM 1

POSTS 2
RIGHT PANEL 1
LEFT PANEL 1

SPOOL CORE 1
AXEL 1

HARDWARE STORE ITEMS
#8 X 3/4 " SELF TAPPING SCREWS (SEE DIAGRAM) 12

SUPER GLUE 1

INSTRUCTIONS
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